
SITELINES

SHEET:SCALE:

JOB #:

MAP/LOT:

FILE:DATE:

CH'D BY:

DRN BY:

FIELD WK:

CIVIL ENGINEERS      PLANNERS     LAND SURVEYORS

119 PURINTON ROAD, SUITE A
BRUNSWICK, MAINE 04011

207.725.1200

COVER SHEET 
 

N/A

R1/17D-1,17D-2,17D-3

4268-COVER C1

PROJECT CONTACTS:

TOPSHAM PLANNING &
DEVELOPMENT
  100 MAIN STREET
  TOPSHAM, MAINE 04086
  PHONE: 207-725-1724

TOPSHAM CODE ENFORCEMENT
  100 MAIN STREET
  TOPSHAM, MAINE 04086
  PHONE: 207-725-1723

ELECTRIC SERVICE:
  CENTRAL MAINE POWER
  280 BATH ROAD
  BRUNSWICK, MAINE 04011
  PHONE 207-721-8081

PUBLIC WORKS DEPARTMENT:
  TOPSHAM PUBLIC WORKS
  10 MAINTENANCE WAY
  TOPSHAM, MAINE 04086
  PHONE: 207-725-1728

TOPSHAM FIRE / RESCUE:
  100 MAIN STREET
  TOPSHAM, MAINE 04086
   PHONE: 207-725-7581

TOPSHAM POLICE DEPARTMENT:
  100 MAIN STREET
  TOPSHAM, MAINE 04086
  PHONE: 207-725-4337

TELEPHONE SERVICE:
  FAIRPOINT COMMUNICATIONS
  360 BATH ROAD (P.O. BOX 360)
  BRUNSWICK, MAINE 04011
  PHONE: 207-442-8018

GENERAL NOTES:
 

PERMITTING REQUIREMENTS:
AGENCY: PERMIT: STATUS:
TOWN OF TOPSHAM SUBDIVISION REVIEW PENDING

BUILDING (BY CONTRACTOR)

LOCATION  MAP
NOT TO SCALE

Know what's below
Call before you dig.

STATE LAW REQUIRES ADVANCE NOTICE
OF AT LEAST 3 BUSINESS DAYS BEFORE
YOU DIG, GRADE OR EXCAVATE FOR THE
MARKING OF UNDERGROUND UTILITIESwww.digsafe.com

EMILY STREET,
TOPSHAM, MAINE 04086

PREPARED FOR:
KENNEBEC RIVER WOODWORKS LLC

20 THOMAS AVENUE
TOPSHAM, MAINE 04086

EMILY STREET EXTENSION
SUBDIVISION AMENDMENT

DESIGN CONSULTANTS:

CIVIL ENGINEERING/SURVEYING:
SITELINES, P.A.

JOSEPH J. MARDEN, P.E.
KEVIN P. CLARK, P.L.S.

119 PURINTON ROAD, SUITE A
BRUNSWICK, MAINE 04011

207-725-1200

SOILS/SEPTIC TESTING:
MARK HAMPTON ASSOCIATES, INC.

  MARK HAMPTON, LSE/CSS
P.O BOX 1931

PORTLAND, MAINE 04104
207-756-2900

WETLANDS:
 ATLANTIC ENVIRONMENTAL, LLC

  TIM FORRESTER, PWS #1933
  P.O. BOX 224

  BATH, ME 04530
  PHONE: 207-837-2199

PROGRESS PRINT

4633.04RPL

JJM

02-10-2025

CH, MC, & CR

X
:\L

A
N
D
 P
R
O
JE

C
TS

\4
63

3 
E
M
IL
Y
 S
TR

E
E
T 
S
U
B
D
IV
IS
IO
N
 T
O
P
S
H
A
M
\D
W
G
\4
63

3.
04

-D
E
TA

IL
S
.D
W
G
, C

1 
C
O
V
E
R
 S
H
E
E
T,
 6
/2
5/
20

25
 1
:0
4:
31

 P
M
, J
O
E

©
 

4633.04-DETAILS

LEGEND: LEGEND:

CIVIL SHEET INDEX:
DWG NO.: SHEET TITLE: SCALE:

C1 COVER SHEET NTS

C2.1 EXISTING CONDITIONS PLAN 1" = 40'

C2.2 SITE INVENTORY PLAN 1" = 40'

C2.3 SITE ANALYSIS PLAN 1" = 40'

C3 SUBDIVISION PLAN 1" = 40'

C4 SITE DEVELOPMENT PLAN 1" = 40'

C5 PLAN AND PROFILE 1" = 20'

C6 EROSION CONTROL PLAN 1" = 40'

C7 SITE DEVELOPMENT DETAILS NTS

C8 STORMWATER DETAILS NTS

C9 EROSION CONTROL NOTES NTS

ANDROSCOGGIN RIVER

AutoCAD SHX Text
1. DRAWINGS ARE BASED ON BOUNDARY AND TOPOGRAPHIC SURVEY INFORMATION FROM MULTIPLE SOURCES BY SITELINES, PA.   DRAWINGS ARE BASED ON BOUNDARY AND TOPOGRAPHIC SURVEY INFORMATION FROM MULTIPLE SOURCES BY SITELINES, PA.   2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR THE ELEVATION OF THE EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.  THIS INFORMATION HAS NOT BEEN INDEPENDENTLY VERIFIED BY THE OWNER OR ITS REPRESENTATIVES AND IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.  THE CONTRACTOR SHALL CALL THE APPROPRIATE UTILITY COMPANY AND DIG SAFE (1-800-DIG-SAFE) AT LEAST 72 HOURS PRIOR TO ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.  IN AREAS OF POTENTIAL CONFLICTS TEST PITS SHALL BE REQUIRED TO VERIFY EXISTING UTILITY LOCATION.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS. 3. THE LOCATION, SIZE, DEPTH, AND SPECIFICATIONS FOR CONSTRUCTION OF PROPOSED PRIVATE UTILITY SERVICES SHALL BE INSTALLED ACCORDING TO THE REQUIREMENTS PROVIDED BY, AND APPROVED BY THE RESPECTIVE UTILITY COMPANY (GAS, TELEPHONE, ELECTRIC, CABLE AND FIRE ALARM).  FINAL DESIGN LOADS AND LOCATIONS TO BE COORDINATED WITH CONSTRUCTION MANAGER AND ARCHITECT. 4. THE CONTRACTOR SHALL FIELD VERIFY THE LOCATION, SIZE, INVERTS AND TYPES OF EXISTING PIPES AT ALL PROPOSED POINTS OF CONNECTION PRIOR TO ORDERING MATERIALS.  WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED WORK, THE LOCATIONS, ELEVATION, AND SIZE OF THE UTILITY SHALL BE ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR, AND THE INFORMATION FURNISHED IN WRITING TO THE CONSTRUCTION MANAGER REPRESENTATIVE FOR THE RESOLUTION OF THE CONFLICT. 5. THE CONTRACTOR SHALL VERIFY ALL CRITICAL DIMENSIONS AND GRADES BEFORE WORK BEGINS.  CONTRACTOR SHALL CONFIRM LOCATION AND DEPTH ALL UTILITY LINE CROSSINGS WITH TEST PITS PRIOR TO BEGINNING WORK.  CONFLICTS SHALL BE REPORTED IN WRITING TO CONSTRUCTION MANAGER FOR RESOLUTION OF THE CONFLICT. 6. ALL AREAS OUTSIDE THE LIMIT OF WORK THAT ARE DISTURBED SHALL BE RESTORED BY THE CONTRACTOR TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR'S EXPENSE.  ALL AREAS DISTURBED DURING CONSTRUCTION NOT COVERED WITH BUILDINGS, STRUCTURES, OR PAVEMENT SHALL RECEIVE 4 INCHES OF LOAM AND SEED.  7. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS AND SHALL BE RESPONSIBLE FOR PAYING ANY FEES FOR ANY POLE RELOCATION AND FOR THE ALTERATION OR ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE, CABLE, FIRE ALARM AND ANY OTHER PRIVATE UTILITIES BY THE UTILITY COMPANIES. 8. UPON AWARD OF CONTRACT, CONTRACTOR SHALL MAKE ALL NECESSARY CONSTRUCTION NOTIFICATIONS AND APPLY FOR AND OBTAIN ALL NECESSARY PERMITS, PAY ALL FEES AND POST ALL BONDS ASSOCIATED WITH THE WORK INDICATED ON THE DRAWINGS AND AS SPECIFIED. 9. ALL PROPERTY MONUMENTATION DISTURBED DURING CONSTRUCTION SHALL BE RESET TO THEIR ORIGINAL LOCATION BY A MAINE REGISTERED LICENSED PROFESSIONAL LAND SURVEYOR (PLS) AT THE CONTRACTOR'S EXPENSE.  THE CONTRACTOR SHALL PREPARE AN AS-BUILT PLAN SURVEY SHOWING LOCATIONS OF ALL SURFACE FEATURES AND SUBSURFACE UTILITY SYSTEMS INCLUDING THE LOCATION TYPE, SIZE AND INVERTS. 10. THE CONTRACTOR SHALL INSTALL ALL EROSION CONTROL MEASURES PRIOR TO EARTHWORK OPERATION AND MAINTAIN ALL EROSION CONTROL MEASURES AND SEEDED EMBANKMENTS DURING CONSTRUCTION.  EROSION CONTROL SHALL BE REMOVED ONLY UPON THE ESTABLISHMENT OF ALL LANDSCAPED AREAS.  ALL WORK SHALL BE IN COMPLIANCE WITH THE ENVIRONMENTAL QUALITY HANDBOOK FOR EROSION AND SEDIMENT CONTROL, LATEST EDITION, AS ADOPTED BY THE MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION. 11. THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR SITE SECURITY AND JOB SAFETY.  ALL CONSTRUCTION ACTIVITY SHALL BE IN ACCORDANCE WITH OSHA STANDARDS AND LOCAL REQUIREMENTS. 12. ALL MATERIALS AND CONSTRUCTION METHODS USED WITHIN THE PUBLIC RIGHT-OF-WAY SHALL CONFORM TO ALL LOCAL MUNICIPAL STANDARDS AND MAINE DEPARTMENT OF TRANSPORTATION SPECIFICATIONS. 13. THE CONTRACTOR IS REQUIRED TO CONTROL DUST DURING CONSTRUCTION.  EXPOSED SOIL AREAS SHALL BE SPRAYED WITH WATER AS NEEDED TO CONTROL DUST EMISSIONS.  COVER EXPOSED SOIL AREAS AS QUICKLY AS PRACTICAL TO PREVENT WINDS FROM GENERATING DUST. 14. ALL SITE SIGNAGE SHALL CONFORM TO THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES, LATEST EDITION. 15. THE CONTRACTOR SHALL ANTICIPATE THAT GROUNDWATER WILL BE ENCOUNTERED DURING CONSTRUCTION AND SHALL INCLUDE SUFFICIENT COSTS WITHIN THEIR BID TO PROVIDE DEWATERING AS NECESSARY.  NO SEPARATE PAYMENT SHALL BE MADE TO THE CONTRACTOR FOR DEWATERING. SEE SPECIFICATIONS FOR GEOTECHNICAL INFORMATION. 16. ALL MATERIALS SHOWN SHALL BE NEW AND FURNISHED BY CONTRACTOR AS PART OF CONTRACT WORK. ONLY ITEMS ALL MATERIALS SHOWN SHALL BE NEW AND FURNISHED BY CONTRACTOR AS PART OF CONTRACT WORK. ONLY ITEMS SPECIFICALLY IDENTIFIED TO BE SALVAGED MAY BE RE-USED WITHOUT PRIOR WRITTEN PERMISSION. 
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CONSTRUCTION PHASE:

EROSION AND SEDIMENTATION NOTES:

·

·

GENERAL EROSION AND SEDIMENTATION CONTROL PRACTICES:
EROSION/SEDIMENT CONTROL DEVICES:

TEMPORARY EROSION/SEDIMENTATION CONTROL MEASURES:

PERMANENT EROSION CONTROL MEASURES:

POST-CONSTRUCTION REVEGETATION:

EROSION CONTROL DURING WINTER CONSTRUCTION:

SITE INSPECTION AND MAINTENANCE:

MONITORING SCHEDULE:
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’

’

’

AutoCAD SHX Text
PROJECT:

AutoCAD SHX Text
TITLE: 

AutoCAD SHX Text
THIS PLAN IS ISSUED FOR  PLAN IS ISSUED FOR PLAN IS ISSUED FOR  IS ISSUED FOR IS ISSUED FOR  ISSUED FOR ISSUED FOR  FOR FOR REVIEW AND INFORMATION  AND INFORMATION AND INFORMATION  INFORMATION INFORMATION PURPOSES ONLY. THIS  ONLY. THIS ONLY. THIS  THIS THIS PLAN IS SUBJECT TO  IS SUBJECT TO IS SUBJECT TO  SUBJECT TO SUBJECT TO  TO TO CHANGE AND IS NOT FOR  AND IS NOT FOR AND IS NOT FOR  IS NOT FOR IS NOT FOR  NOT FOR NOT FOR  FOR FOR PRICING OR CONSTRUCTION. PRICING BASED ON THIS  BASED ON THIS BASED ON THIS  ON THIS ON THIS  THIS THIS PLAN IS NOT BINDING  IS NOT BINDING IS NOT BINDING  NOT BINDING NOT BINDING  BINDING BINDING UNLESS SIGNED BY BOTH  SIGNED BY BOTH SIGNED BY BOTH  BY BOTH BY BOTH  BOTH BOTH CONTRACTOR AND OWNER.

AutoCAD SHX Text
EMILY STREET EXTENSION SUBDIVISION AMENDMENT

AutoCAD SHX Text
EMILY STREET, TOPSHAM, MAINE 04086

AutoCAD SHX Text
KENNEBEC RIVER WOODWORKS LLC (RECORD OWNER)

AutoCAD SHX Text
20 THOMAS AVENUE, TOPSHAM, MAINE 04086

AutoCAD SHX Text
 1.

AutoCAD SHX Text
 03-12-25

AutoCAD SHX Text
 SUBMITTED TO TOWN FOR PREAPP/SKETCH

AutoCAD SHX Text
 JJM

AutoCAD SHX Text
2.

AutoCAD SHX Text
 06-05-25

AutoCAD SHX Text
 SUBMITTED TO TOWN FOR PRELIMINARY REVIEW

AutoCAD SHX Text
 JJM

AutoCAD SHX Text
 3.

AutoCAD SHX Text
 06-25-25

AutoCAD SHX Text
 REVISED PER TOWN COMMENTS

AutoCAD SHX Text
 JJM

AutoCAD SHX Text
2025. THIS DRAWING IS THE PROPERTY AND INSTRUMENT OF SITELINES PA. NO MODIFICATIONS OR CHANGES MAY BE MADE TO THIS DRAWING WITHOUT THE EXPRESS WRITTEN PERMISSION OF SITELINES PA. ANY MODIFICATION, CHANGE OR USE OF THIS DRAWING WITHOUT THE EXPRESS WRITTEN PERMISSION OF SITELINES PA IS WRONGFUL AND IS AT THE USER'S RISK.

AutoCAD SHX Text
OWNER ADDRESS:

AutoCAD SHX Text
06-25-25

AutoCAD SHX Text
M

AutoCAD SHX Text
A

AutoCAD SHX Text
E

AutoCAD SHX Text
N

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
F

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
J.

AutoCAD SHX Text
L

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
R

AutoCAD SHX Text
P

AutoCAD SHX Text
F

AutoCAD SHX Text
T

AutoCAD SHX Text
A

AutoCAD SHX Text
12828

AutoCAD SHX Text
JOSEPH

AutoCAD SHX Text
MARDEN

AutoCAD SHX Text
G

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
I

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
N

AutoCAD SHX Text
I

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
O

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
E

AutoCAD SHX Text
S

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
C

AutoCAD SHX Text
I

AutoCAD SHX Text
THE FOLLOWING GENERAL PRACTICES WILL BE USED TO PREVENT EROSION DURING CONSTRUCTION OF THIS PROJECT. 1.  INSTALL STABILIZED CONSTRUCTION ENTRANCE AND MAINTAIN UNTIL SITE IS PAVED. 2.  ONLY THOSE AREAS NECESSARY FOR CONSTRUCTION WILL BE DISTURBED. 3.  PRIOR TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,   PRIOR TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  PRIOR TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, PRIOR TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, TO THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, THE START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, START OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, OF CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, CONSTRUCTION, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, SEDIMENT BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, BARRIER WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, WILL BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, BE INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR, INSTALLED ACROSS THE SLOPE(S), ON THE CONTOUR,  ACROSS THE SLOPE(S), ON THE CONTOUR, ACROSS THE SLOPE(S), ON THE CONTOUR,  THE SLOPE(S), ON THE CONTOUR, THE SLOPE(S), ON THE CONTOUR,  SLOPE(S), ON THE CONTOUR, SLOPE(S), ON THE CONTOUR,  ON THE CONTOUR, ON THE CONTOUR,  THE CONTOUR, THE CONTOUR,  CONTOUR, CONTOUR, AT OR JUST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  OR JUST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT OR JUST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  JUST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT JUST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT THE LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT LIMITS OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT OF CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT CLEARING OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT OR GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT GRUBBING, AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT AND/OR JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT JUST ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT ABOVE ANY ADJACENT TRAVELLED WAY TO PROTECT  ANY ADJACENT TRAVELLED WAY TO PROTECT ANY ADJACENT TRAVELLED WAY TO PROTECT  ADJACENT TRAVELLED WAY TO PROTECT ADJACENT TRAVELLED WAY TO PROTECT  TRAVELLED WAY TO PROTECT TRAVELLED WAY TO PROTECT  WAY TO PROTECT WAY TO PROTECT  TO PROTECT TO PROTECT  PROTECT PROTECT IT FROM CONSTRUCTION-RELATED EROSION. 4.  CLEAR AND GRUB WORK SITE AS NEEDED TO EXECUTE PLANS USING CAUTION NOT TO OVER EXPOSE THE SITE. 5.  STORMWATER MANAGEMENT SYSTEM WILL BE INSTALLED PRIOR TO CONSTRUCTION OF SITE ELEMENTS THAT DISCHARGE TO THESE SYSTEMS. NO STORMWATER SHALL BE DIRECTED TO THE BIORETENTION FILTERS UNTIL THE SITE IS COMPLETELY STABILIZED. TEMPORARY INFILTRATION BASINS SHALL BE INSTALLED TO COLLECT ANY INFILTRATE ANY STORMWATER RUNOFF FROM THE SITE DURING CONSTRUCTION AND PRIOR TO STABILIZATION. 6.  DISTURBED AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED   DISTURBED AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  DISTURBED AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED DISTURBED AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED AREAS WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED WILL BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED BE PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED PERMANENTLY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED WITHIN 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED 15 DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED DAYS OF FINAL GRADING, OR TEMPORARILY STABILIZED  OF FINAL GRADING, OR TEMPORARILY STABILIZED OF FINAL GRADING, OR TEMPORARILY STABILIZED  FINAL GRADING, OR TEMPORARILY STABILIZED FINAL GRADING, OR TEMPORARILY STABILIZED  GRADING, OR TEMPORARILY STABILIZED GRADING, OR TEMPORARILY STABILIZED  OR TEMPORARILY STABILIZED OR TEMPORARILY STABILIZED  TEMPORARILY STABILIZED TEMPORARILY STABILIZED  STABILIZED STABILIZED WITHIN 30 DAYS OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  30 DAYS OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL 30 DAYS OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  DAYS OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL DAYS OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL OF THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL THE INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL INITIAL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL DISTURBANCES OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL OF SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL SOILS. DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL DISTURBED AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL AREAS WILL BE STABILIZED BEFORE STORMS. LOAM WILL  WILL BE STABILIZED BEFORE STORMS. LOAM WILL WILL BE STABILIZED BEFORE STORMS. LOAM WILL  BE STABILIZED BEFORE STORMS. LOAM WILL BE STABILIZED BEFORE STORMS. LOAM WILL  STABILIZED BEFORE STORMS. LOAM WILL STABILIZED BEFORE STORMS. LOAM WILL  BEFORE STORMS. LOAM WILL BEFORE STORMS. LOAM WILL  STORMS. LOAM WILL STORMS. LOAM WILL  LOAM WILL LOAM WILL  WILL WILL BE SAVED FOR LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  SAVED FOR LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN SAVED FOR LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  FOR LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN FOR LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN LATER USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN USE WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN WHERE POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN POSSIBLE. EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN EXCESS SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN SOIL MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN MATERIALS WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  WILL BE USED AS FILL OR REMOVED FROM SITE TO AN WILL BE USED AS FILL OR REMOVED FROM SITE TO AN  BE USED AS FILL OR REMOVED FROM SITE TO AN BE USED AS FILL OR REMOVED FROM SITE TO AN  USED AS FILL OR REMOVED FROM SITE TO AN USED AS FILL OR REMOVED FROM SITE TO AN  AS FILL OR REMOVED FROM SITE TO AN AS FILL OR REMOVED FROM SITE TO AN  FILL OR REMOVED FROM SITE TO AN FILL OR REMOVED FROM SITE TO AN  OR REMOVED FROM SITE TO AN OR REMOVED FROM SITE TO AN  REMOVED FROM SITE TO AN REMOVED FROM SITE TO AN  FROM SITE TO AN FROM SITE TO AN  SITE TO AN SITE TO AN  TO AN TO AN  AN AN APPROVED LOCATION. 7.  AT A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY   AT A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  AT A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY AT A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY A MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY MINIMUM, THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY THE EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY EROSION CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY CONTROL MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY MEASURES SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY SHALL BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY BE REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY REVIEWED AND REPAIRED ONCE A WEEK OR IMMEDIATELY  AND REPAIRED ONCE A WEEK OR IMMEDIATELY AND REPAIRED ONCE A WEEK OR IMMEDIATELY  REPAIRED ONCE A WEEK OR IMMEDIATELY REPAIRED ONCE A WEEK OR IMMEDIATELY  ONCE A WEEK OR IMMEDIATELY ONCE A WEEK OR IMMEDIATELY  A WEEK OR IMMEDIATELY A WEEK OR IMMEDIATELY  WEEK OR IMMEDIATELY WEEK OR IMMEDIATELY  OR IMMEDIATELY OR IMMEDIATELY  IMMEDIATELY IMMEDIATELY FOLLOWING ANY SIGNIFICANT RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  ANY SIGNIFICANT RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN ANY SIGNIFICANT RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  SIGNIFICANT RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN SIGNIFICANT RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN RAINFALL OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN OR SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN SNOWMELT. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN  THESE BARRIERS SHALL BE EXCAVATED WHEN THESE BARRIERS SHALL BE EXCAVATED WHEN  BARRIERS SHALL BE EXCAVATED WHEN BARRIERS SHALL BE EXCAVATED WHEN  SHALL BE EXCAVATED WHEN SHALL BE EXCAVATED WHEN  BE EXCAVATED WHEN BE EXCAVATED WHEN  EXCAVATED WHEN EXCAVATED WHEN  WHEN WHEN IT REACHES A DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  REACHES A DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED REACHES A DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  A DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED A DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED DEPTH OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED OF 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED 6 INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED INCHES AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED AND BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED BE DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED DISCARDED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED ON THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED THE SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED SITE. ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  ALL EROSION CONTROL MEASURES SHALL BE INSTALLED ALL EROSION CONTROL MEASURES SHALL BE INSTALLED  EROSION CONTROL MEASURES SHALL BE INSTALLED EROSION CONTROL MEASURES SHALL BE INSTALLED  CONTROL MEASURES SHALL BE INSTALLED CONTROL MEASURES SHALL BE INSTALLED  MEASURES SHALL BE INSTALLED MEASURES SHALL BE INSTALLED  SHALL BE INSTALLED SHALL BE INSTALLED  BE INSTALLED BE INSTALLED  INSTALLED INSTALLED AS INDICATED ON THE DRAWINGS. 8.  LOAM, LIME, FERTILIZE, SEED, AND MULCH LANDSCAPED AND OTHER DISTURBED AREAS. 9.  ONCE THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION   ONCE THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  ONCE THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION ONCE THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION THE SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION SITE IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION IS STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION STABILIZED AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION AND A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION A 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION 90% CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION CATCH OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION OF VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION VEGETATION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION HAS BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION BEEN OBTAINED, REMOVE ALL TEMPORARY EROSION  OBTAINED, REMOVE ALL TEMPORARY EROSION OBTAINED, REMOVE ALL TEMPORARY EROSION  REMOVE ALL TEMPORARY EROSION REMOVE ALL TEMPORARY EROSION  ALL TEMPORARY EROSION ALL TEMPORARY EROSION  TEMPORARY EROSION TEMPORARY EROSION  EROSION EROSION CONTROL MEASURES. 10.  TOUCH UP LOAM AND SEED. NOTE:  ALL DENUDED AREAS NOT SUBJECT TO FINAL PAVING, RIPRAP OR GRAVEL SHALL BE REVEGETATED.
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1.  CONTRACTOR SHALL REFER TO THE FOLLOWING REFERENCES FOR THE DESIGN AND INSTALLATION OF TEMPORARY AND PERMANENT EROSION AND SEDIMENTATION CONTROL PRACTICES: 2016 REVISION TO THE 2003 MAINE EROSION AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES MANUAL FOR DESIGNERS AND ENGINEERS 2014 REVISION TO THE 2003 MAINE EROSION AND SEDIMENT CONTROL FIELD GUIDE FOR CONTRACTORS THE FOLLOWING EROSION SEDIMENTATION CONTROL DEVICES ARE PROPOSED FOR CONSTRUCTION ON THIS PROJECT.  INSTALL THESE DEVICES AS INDICATED ON THE PLANS. 1  SEDIMENT BARRIER: SILT SOXX OR APPROVED EQUAL WILL BE INSTALLED ALONG THE DOWN GRADING EDGES OF DISTURBED AREAS TO TRAP RUNOFF BORNE SEDIMENTS UNTIL THE SITE IS STABILIZED.  IN AREAS WHERE STORMWATER  DISCHARGES THE SEDIMENT BARRIER WILL BE REINFORCED WITH HAY BALES TO HELP MAINTAIN THE INTEGRITY OF THE SEDIMENT BARRIER AND TO PROVIDE ADDITIONAL TREATMENT. 2.  HAY BALES: HAY BALES TO BE PLACED IN LOW FLOW DRAINAGE SWALES AND PATHS TO TRAP SEDIMENTS AND REDUCE RUNOFF VELOCITIES. DO NOT PLACE HAY BALES IN FLOWING WATER OR STREAMS.  3.  RIPRAP: PROVIDE RIPRAP IN AREAS WHERE CULVERTS DISCHARGE OR AS SHOWN ON THE PLANS.  4.  LOAM, SEED, & MULCH:  ALL DISTURBED AREAS, WHICH ARE NOT OTHERWISE TREATED, SHALL RECEIVE PERMANENT SEEDING AND MULCH TO STABILIZE THE DISTURBED AREAS.  THE DISTURBED AREAS WILL BE REVEGETATED WITHIN 5 DAYS OF FINAL GRADING. SEEDING REQUIREMENTS ARE PROVIDED AT THE END OF THIS SPECIFICATION. 5.  STRAW AND HAY MULCH: USED TO COVER DENUDED AREAS UNTIL PERMANENT SEED OR EROSION CONTROL MEASURES ARE IN PLACE. MULCH BY ITSELF CAN BE USED ON SLOPES LESS THAN 15% IN SUMMER AND 8% IN WINTER. JUTE MESH IS TO BE USED OVER MULCH ONLY.  6.  IN LIEU OF MULCH, USE EROSION CONTROL BLANKET (EQUAL TO NORTH AMERICAN GREEN SC150) TO STABILIZE AREAS OF CONCENTRATED FLOW AND DRAINAGE WAYS. PROVIDE THE FOLLOWING TEMPORARY EROSION/SEDIMENTATION CONTROL MEASURES DURING CONSTRUCTION OF THE DEVELOPMENT: 1.  SEDIMENT BARRIER ALONG THE DOWNGRADIENT SIDE OF THE PARKING AREAS AND OF ALL FILL SECTIONS. THE SEDIMENT BARRIER SHALL BE INSTALLED PRIOR TO THE START OF THE CONSTRUCTION AND WILL REMAIN IN PLACE UNTIL THE SITE IS 90% REVEGETATED. 2.  HAY BALES PLACED AT KEY LOCATIONS TO SUPPLEMENT THE SEDIMENT BARRIER. 3.  PROTECT TEMPORARY STOCKPILES OF STUMPS, GRUBBINGS, OR COMMON EXCAVATION AS FOLLOWS:     A.  SOIL STOCKPILE SIDE SLOPES SHALL NOT EXCEED 2:1.    B.  AVOID PLACING TEMPORARY STOCKPILES IN AREAS WITH SLOPES OVER 10 PERCENT, OR NEAR DRAINAGE SWALES.     C.  STABILIZE STOCKPILES WITHIN 7 DAYS BY TEMPORARILY SEEDING WITH A HYDROSEED METHOD CONTAINING AN EMULSIFIED MULCH TACKIFIER OR BY COVERING THE STOCKPILE WITH MULCH.     D.  SURROUND STOCKPILE SOIL WITH SEDIMENT BARRIER AT BASE OF PILE. 4.  ALL DENUDED AREAS WHICH HAVE BEEN ROUGH GRADED AND ARE NOT LOCATED WITHIN THE BUILDING PAD, OR PARKING AND DRIVEWAY SUBBASE AREA SHALL RECEIVE MULCH WITHIN 30 DAYS OF INITIAL DISTURBANCE OF SOIL OR WITHIN 7 DAYS AFTER COMPLETING THE ROUGH GRADING OPERATIONS. IN THE EVENT THE CONTRACTOR COMPLETES FINAL GRADING AND INSTALLATION OF LOAM AND SOD WITHIN THE TIME PERIODS PRESENTED ABOVE, INSTALLATION OF MULCH AND NETTING, WHERE APPLICABLE, IS NOT REQUIRED. . 5.  IF WORK IS CONDUCTED BETWEEN OCTOBER 15 AND APRIL 15, ALL DENUDED AREAS ARE TO BE COVERED WITH HAY MULCH, APPLIED AT TWICE THE NORMAL APPLICATION RATE, AND ANCHORED WITH FABRIC NETTING. THE PERIOD BETWEEN FINAL GRADING AND MULCHING SHALL BE REDUCED TO A 15 DAY MAXIMUM. . 6.  TEMPORARY EROSION CONTROL MEASURES SHALL BE REMOVED ONCE THE SITE HAS BEEN STABILIZED OR IN AREAS WHERE PERMANENT EROSION CONTROL MEASURES HAVE BEEN INSTALLED.  7.  WHENEVER PRACTICABLE, NO DISTURBANCE ACTIVITIES SHOULD TAKE PLACE WITHIN 50 FEET OF ANY WETLAND. IF DISTURBANCE ACTIVITIES TAKE PLACE BETWEEN 30 FEET AND 50 FEET OF ANY WETLAND, AND STORMWATER DISCHARGES THROUGH THE DISTURBED AREAS TOWARD THE WETLAND, PERIMETER EROSION CONTROLS MUST BE DOUBLED. IF DISTURBANCE ACTIVITIES TAKE PLACE LESS THAN 30 FEET FROM ANY PROTECTED NATURAL RESOURCE, AND STORMWATER DISCHARGES THROUGH THE DISTURBED AREAS TOWARD THE PROTECTED NATURAL RESOURCE, PERIMETER EROSION CONTROLS MUST BE DOUBLED AND DISTURBED AREAS MUST BE TEMPORARILY OR PERMANENTLY STABILIZED WITHIN 7 DAYS. 8. AREAS WITHIN 75 FT OF A WETLAND WILL BE STABILIZED WITHIN 48 HOURS OF INITIAL DISTURBANCE OF THE SOIL OR PRIOR TO ANY STORM EVENT, WHICHEVER COMES FIRST.
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9. ALL AREAS WITHIN 75 FEET OF A WETLAND MUST BE PROTECTED WITH A DOUBLE ROW OF SEDIMENT BARRIERS DURING WINTER CONSTRUCTION (NOVEMBER 1 THROUGH APRIL 15).  10. TEMPORARY SEDIMENT BASINS MAY BE INSTALLED DOWNGRADIENT OF THE DISTURBED AREAS. THESE BASINS MUST BE DESIGNED TO PROVIDE STORAGE FOR EITHER THE CALCULATED RUNOFF FROM A 2-YEAR, 24-HOUR STORM OR PROVIDE FOR 3,600 CUBIC FEET OF CAPACITY PER ACRE DRAINING TO THE BASIN. OUTLET STRUCTURES MUST DISCHARGE WATER FROM THE SURFACE OF THE BASIN WHENEVER POSSIBLE. EROSION CONTROLS AND VELOCITY DISSIPATION DEVICES MUST BE USED IF THE DISCHARGING WATERS ARE LIKELY TO CREATE EROSION. ACCUMULATED SEDIMENT MUST BE REMOVED AS NEEDED FROM THE BASIN TO MAINTAIN AT LEAST ½ OF THE DESIGN CAPACITY OF THE BASIN.  2.  EXCAVATION AND EARTHWORK SHALL BE COMPLETED SUCH THAT NO MORE THAN 1 ACRE OF THE SITE IS WITHOUT STABILIZATION AT ANY ONE TIME. THE FOLLOWING PERMANENT CONTROL MEASURES ARE REQUIRED BY THIS EROSION/SEDIMENTATION CONTROL PLAN: 1.  ALL AREAS DISTURBED DURING CONSTRUCTION, BUT NOT SUBJECT TO OTHER RESTORATION (PAVING, RIPRAP, ETC.), WILL BE LOAMED, LIMED, FERTILIZED AND SEEDED.  NATIVE TOPSOIL SHALL BE STOCKPILED AND REUSED FOR FINAL RESTORATION WHEN IT IS OF SUFFICIENT QUALITY. 2.  SLOPES GREATER THAN 2:1 WILL RECEIVE RIPRAP. (NONE ANTICIPATED) THE FOLLOWING GENERAL PRACTICES WILL BE USED TO PREVENT EROSION AS SOON AS AN AREA IS READY TO UNDERGO FINAL GRADING. 1.  A MINIMUM OF 6" OF LOAM WILL BE SPREAD OVER DISTURBED AREAS AND GRADED TO A UNIFORM DEPTH AND NATURAL APPEARANCE, OR STONE WILL BE PLACED ON SLOPES TO STABILIZE SURFACES. 2.  IF FINAL GRADING IS REACHED DURING THE NORMAL GROWING SEASON (4/15 TO 9/15), PERMANENT SEEDING WILL BE DONE AS SPECIFIED BELOW.  PRIOR TO SEEDING, LIMESTONE SHALL BE APPLIED AT A RATE OF 138 LBS/1000 SQ. FT. AND 10:20:20 FERTILIZER AT A RATE OF 18.4 LBS/1000 SQ.FT WILL BE APPLIED.  BROADCAST SEEDING AT THE FOLLOWING RATES: LAWNS SHALL BE: ALLEN, STERLING & LATHROP 'TUFFTURF', 70% DIAMOND TALL FESCUE, 20% PLEASURE OLUS PERENNIAL RYEGRASS, 10% BARON KENTUCKY BLUEGRASS. SEEDING RATE SHALL BE 7-LBS./1,000 SQ. FT.  SWALES SHALL BE: WILDFLOWER MEADOW: (SEED) FESTUCA OVINA SHEEP FESCUE; SOW AT A  RATE OF 12 OZ. PER 1,000 SQFT. TRIFOLIUM REPENS WHITE CLOVER; SOW AT A RATE OF ½ OZ.PER 1,000 SQFT. (FLOWERS) ACHILLEA MILLEFOLIUM YARROW, AQUILEGEA CANADENSIS COLUMBINE, ASCLEPIAS TUBEROSE BUTTERFLY MILKWEED, ASTER NOVAE-ANGLIAE NEW-ENGLAND ASTER, BAPTISIA AUSTRALIS WILD INDIGO, BOLTONIA ASTEROIDS FALSE ASTER, CHRYSANTHEMUM LEUCANTHEMUM OXEYE DAISY, DIGITALIS PURPUREA FOXGLOVE, ECHINACEA PURPUREA PURPLE CONEFLOWER, LUPINUS PERENNIS LUPINE, MONARDA FISTULOSA BERGAMOT, PAPAVER ORIENTALE ORIENTAL POPY, RUDBECKIA HIRTA BLACK-EYED SUSAN, SALVIA OFFICINALIS SAGE; SOW AT A RATE OF 1/3 OZ. EACH PER 1,000 SQFT. OR 4 OZ. PER 1,000 SQFT. IN COMBINATION 3.  AN AREA SHALL BE MULCHED IMMEDIATELY AFTER IS HAS BEEN SEEDED. MULCHING SHALL CONSIST OF HAY MULCH, HYDRO-MULCH, JUTE NET OVER MULCH, PRE-MANUFACTURED EROSION MATS OR ANY SUITABLE SUBSTITUTE DEEMED ACCEPTABLE BY THE DESIGNER.    A.  HAY MULCH SHALL BE APPLIED AT THE RATE OF 2 TONS PER ACRE. HAY MULCH SHALL BE SECURED BY EITHER: (NOTE: SOIL SHALL NOT BE VISIBLE)      I.  BEING DRIVEN OVER BY TRACKED CONSTRUCTION EQUIPMENT ON GRADES OF 5% AND LESS.      II. BLANKETED BY TACKED PHOTODEGRADABLE/BIODEGRADABLE NETTING, OR WITH SPRAY, ON GRADES GREATER THAN 5%.      III. SEE NOTE 6, GENERAL NOTES, AND NOTE 8, WINTER CONSTRUCTION.    B.  HYDRO-MULCH SHALL CONSIST OF A MIXTURE OF EITHER ASPHALT, WOOD FIBER OR PAPER FIBER AND WATER SPRAYED OVER A SEEDED AREA.  HYDRO-MULCH SHALL NOT BE USED BETWEEN 9/15 AND 4/15.  4.  CONSTRUCTION SHALL BE PLANNED TO ELIMINATE THE NEED FOR SEEDING BETWEEN SEPTEMBER 15 AND APRIL 15. SHOULD SEEDING BE NECESSARY BETWEEN SEPTEMBER 15 AND APRIL 15 THE FOLLOWING PROCEDURE SHALL BE FOLLOWED.  ALSO REFER TO NOTE 9 OF WINTER CONSTRUCTION.   A.  ONLY UNFROZEN LOAM SHALL BE USED.    B.  LOAMING, SEEDING AND MULCHING WILL NOT BE DONE OVER SNOW OR ICE COVER. IF SNOW EXISTS, IT MUST BE REMOVED PRIOR TO PLACEMENT OF SEED.    C.  WHERE PERMANENT SEEDING IS NECESSARY, ANNUAL WINTER RYE (1.2 LBS/1000 SQ.FT) SHALL BE ADDED TO THE PREVIOUSLY NOTED AREAS.    D.  WHERE TEMPORARY SEEDING IS REQUIRED, ANNUAL WINTER RYE (2.6 LBS/1000 SQ. FT.) SHALL BE SOWN INSTEAD OF THE PREVIOUSLY NOTED SEEDING RATE.    E.  FERTILIZING, SEEDING AND MULCHING SHALL BE APPLIED TO LOAM THE DAY THE LOAM IS SPREAD BY MACHINERY.    F.  ALTERNATIVE HAY MULCH SHALL BE SECURED WITH PHOTODEGRADABLE/BIODEGRADABLE NETTING. TRACKING BY MACHINERY ALONE WILL NOT SUFFICE.  5.  FOLLOWING FINAL SEEDING, THE SITE WILL BE INSPECTED EVERY 30 DAYS UNTIL 85% COVER HAS BEEN ESTABLISHED. RESEEDING WILL BE CARRIED OUT BY THE CONTRACTOR WITHIN 10 DAYS OF NOTIFICATION BY THE ENGINEER THAT THE EXISTING CATCH IS INADEQUATE.
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1.  WINTER CONSTRUCTION PERIOD:  NOVEMBER 1 THROUGH APRIL 15. INTER CONSTRUCTION PERIOD:  NOVEMBER 1 THROUGH APRIL 15. 2.  WINTER EXCAVATION AND EARTHWORK SHALL BE COMPLETED SUCH THAT NO MORE THAN 1 ACRE OF THE SITE IS WITHOUT STABILIZATION AT ANY ONE TIME. 3.  EXPOSED AREA SHALL BE LIMITED TO THOSE AREAS TO BE MULCHED IN ONE DAY PRIOR TO ANY SNOW EVENT.  AT THE END OF EACH WORK WEEK NO AREAS MAY BE LEFT UNSTABILIZED OVER THE WEEKEND. 4.  CONTINUATION OF EARTHWORK OPERATIONS ON ADDITIONAL AREAS SHALL NOT BEGIN UNTIL THE EXPOSED SOIL SURFACE ON THE AREA BEING WORKED HAS BEEN STABILIZED, SUCH THAT NO LARGER AREA OF THE SITE IS WITHOUT EROSION CONTROL PROTECTION AS LISTED IN ITEM 2 ABOVE.  5.  AN AREA SHALL BE CONSIDERED TO HAVE BEEN STABILIZED WHEN EXPOSED SURFACES HAVE BEEN EITHER MULCHED WITH STRAW OR HAY AT A RATE OF 150 LB. PER 1000 S.F. (WITH OR WITHOUT SEEDING) OR DORMANT SEEDED, MULCHED AND ANCHORED SUCH THAT SOIL SURFACE IS NOT VISIBLE THROUGH THE MULCH. NOTE: AN AREA IS ALSO CONSIDERED STABLE IF SODDED, COVERED WITH GRAVEL (PARKING LOTS) OR STRUCTURAL SAND. 6.  BETWEEN THE DATES OF OCTOBER 15 AND APRIL 1, LOAM OR SEED WILL NOT BE REQUIRED. DURING PERIODS OF ABOVE FREEZING TEMPERATURES THE SLOPES SHALL BE FINE GRADED AND EITHER PROTECTED WITH MULCH OR TEMPORARILY SEEDED AND MULCHED UNTIL SUCH TIME AS THE FINAL TREATMENT CAN BE APPLIED.  IF THE DATE IS AFTER NOVEMBER 1 AND IF THE EXPOSED AREA HAS BEEN LOAMED, FINAL GRADED WITH A UNIFORM SURFACE, THEN THE AREA MAY BE DORMANT SEEDED AT A RATE OF 3 TIMES HIGHER THAN SPECIFIED FOR PERMANENT SEED AND THEN MULCHED. IF CONSTRUCTION CONTINUES DURING FREEZING WEATHER, ALL EXPOSED AREAS SHALL BE CONTINUOUSLY GRADED BEFORE FREEZING AND THE SURFACE TEMPORARILY PROTECTED FROM EROSION BY THE APPLICATION OF MULCH. SLOPES SHALL NOT BE LEFT UNEXPOSED OVER THE WINTER OR ANY OTHER EXTENDED TIME OF WORK SUSPENSION UNLESS TREATED IN THE ABOVE MANNER.  UNTIL SUCH TIME AS WEATHER CONDITIONS ALLOW, DITCHES TO BE FINISHED WITH THE PERMANENT SURFACE TREATMENT, EROSION SHALL BE CONTROLLED BY THE INSTALLATION OF BALES OF HAY, SEDIMENT BARRIER OR STONE CHECK DAMS IN ACCORDANCE WITH THE STANDARD DETAILS SHOWN ON THE DESIGN DRAWINGS. NOTE: DORMANT SEEDING SHOULD NOT BE ATTEMPTED UNLESS SOIL TEMPERATURE REMAINS BELOW 50 DEGREES AND DAY TIME TEMPERATURES REMAIN IN THE 30'S. 7.  MULCH NETTING SHALL BE USED TO ANCHOR MULCH IN ALL DRAINAGE WAYS, SLOPES GREATER THAN 3% FOR SLOPES EXPOSED TO DIRECT WINDS AND FOR ALL OTHER SLOPES GREATER THAN 8%. VEGETATED DRAINAGE SWALES SHALL BE LINED WITH STRAW-COCONUT EROSION CONTROL BLANKET (NORTH AMERICAN GREEN SC150 OR APPROVED EQUAL). 8.  BETWEEN THE DATES OF OCTOBER 15 TO NOVEMBER 1, WINTER RYE IS RECOMMENDED FOR STABILIZATION. AFTER NOVEMBER 1, WINTER RYE IS NOT EFFECTIVE.  AROUND NOVEMBER 15 OR LATER, ONCE TEMPERATURES OF THE AIR AND SOIL PERMIT, DORMANT SEEDING IS EFFECTIVE.  9. IN THE EVENT OF SNOWFALL (FRESH OR CUMULATIVE) GREATER THAN 1 INCH DURING WINTER CONSTRUCTION PERIOD ALL SNOW SHALL BE REMOVED FROM THE AREAS OF SEEDING AND MULCHING PRIOR TO PLACEMENT. 1. GENERAL RESPONSIBILITIES GENERAL RESPONSIBILITIES THE CONTRACTOR WILL BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  CONTRACTOR WILL BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION CONTRACTOR WILL BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  WILL BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION WILL BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION BE RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION RESPONSIBLE FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION FOR MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION MAINTAINING THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION THE STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION STORMWATER BMPS AND FACILITIES UNTIL THE CONSTRUCTION  BMPS AND FACILITIES UNTIL THE CONSTRUCTION BMPS AND FACILITIES UNTIL THE CONSTRUCTION  AND FACILITIES UNTIL THE CONSTRUCTION AND FACILITIES UNTIL THE CONSTRUCTION  FACILITIES UNTIL THE CONSTRUCTION FACILITIES UNTIL THE CONSTRUCTION  UNTIL THE CONSTRUCTION UNTIL THE CONSTRUCTION  THE CONSTRUCTION THE CONSTRUCTION  CONSTRUCTION CONSTRUCTION PHASE OF THE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  OF THE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE OF THE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  THE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE THE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE PROJECT IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE IS COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE COMPLETE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE AND THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE THE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE SITE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE IS PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE PERMANENTLY STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  STABILIZED AND ACCEPTED BY THE APPLICANT. THESE STABILIZED AND ACCEPTED BY THE APPLICANT. THESE  AND ACCEPTED BY THE APPLICANT. THESE AND ACCEPTED BY THE APPLICANT. THESE  ACCEPTED BY THE APPLICANT. THESE ACCEPTED BY THE APPLICANT. THESE  BY THE APPLICANT. THESE BY THE APPLICANT. THESE  THE APPLICANT. THESE THE APPLICANT. THESE  APPLICANT. THESE APPLICANT. THESE  THESE THESE EFFORTS SHALL INCLUDE MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  SHALL INCLUDE MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM SHALL INCLUDE MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  INCLUDE MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM INCLUDE MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM MAINTENANCE OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM OF TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM TEMPORARY AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM AND PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM PERMANENT STORMWATER FEATURES AND ADDRESSING INTERIM  STORMWATER FEATURES AND ADDRESSING INTERIM STORMWATER FEATURES AND ADDRESSING INTERIM  FEATURES AND ADDRESSING INTERIM FEATURES AND ADDRESSING INTERIM  AND ADDRESSING INTERIM AND ADDRESSING INTERIM  ADDRESSING INTERIM ADDRESSING INTERIM  INTERIM INTERIM SITE CONDITIONS AS NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  CONDITIONS AS NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR CONDITIONS AS NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  AS NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR AS NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR NECESSARY. AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR AFTER ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR ACCEPTANCE OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR OF THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR THE DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR DEVELOPMENT, THE APPLICANT WILL BE RESPONSIBLE FOR  THE APPLICANT WILL BE RESPONSIBLE FOR THE APPLICANT WILL BE RESPONSIBLE FOR  APPLICANT WILL BE RESPONSIBLE FOR APPLICANT WILL BE RESPONSIBLE FOR  WILL BE RESPONSIBLE FOR WILL BE RESPONSIBLE FOR  BE RESPONSIBLE FOR BE RESPONSIBLE FOR  RESPONSIBLE FOR RESPONSIBLE FOR  FOR FOR MAINTAINING THE PERMANENT STORMWATER FEATURES AS SHOWN ON THE PLAN.   2. MAINTENANCE FREQUENCY.  MAINTENANCE FREQUENCY.  INSPECTIONS OF THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  OF THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER OF THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER CONTROL MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  MEASURES, AND TEMPORARY AND PERMANENT STORMWATER MEASURES, AND TEMPORARY AND PERMANENT STORMWATER  AND TEMPORARY AND PERMANENT STORMWATER AND TEMPORARY AND PERMANENT STORMWATER  TEMPORARY AND PERMANENT STORMWATER TEMPORARY AND PERMANENT STORMWATER  AND PERMANENT STORMWATER AND PERMANENT STORMWATER  PERMANENT STORMWATER PERMANENT STORMWATER  STORMWATER STORMWATER FEATURES DURING THE CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  DURING THE CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER DURING THE CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  THE CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER THE CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER CONSTRUCTION PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER PROCESS SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER SHALL BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER BE PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER PERFORMED AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  AT LEAST ONCE PER WEEK AND BEFORE AND AFTER AT LEAST ONCE PER WEEK AND BEFORE AND AFTER  LEAST ONCE PER WEEK AND BEFORE AND AFTER LEAST ONCE PER WEEK AND BEFORE AND AFTER  ONCE PER WEEK AND BEFORE AND AFTER ONCE PER WEEK AND BEFORE AND AFTER  PER WEEK AND BEFORE AND AFTER PER WEEK AND BEFORE AND AFTER  WEEK AND BEFORE AND AFTER WEEK AND BEFORE AND AFTER  AND BEFORE AND AFTER AND BEFORE AND AFTER  BEFORE AND AFTER BEFORE AND AFTER  AND AFTER AND AFTER  AFTER AFTER EACH SIGNIFICANT RAINFALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  SIGNIFICANT RAINFALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL SIGNIFICANT RAINFALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  RAINFALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL RAINFALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL EVENT. FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL FOR THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL THE PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL PURPOSES OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL OF THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL THE INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL INSPECTION SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL SCHEDULE, A SIGNIFICANT RAINFALL EVENT SHALL  A SIGNIFICANT RAINFALL EVENT SHALL A SIGNIFICANT RAINFALL EVENT SHALL  SIGNIFICANT RAINFALL EVENT SHALL SIGNIFICANT RAINFALL EVENT SHALL  RAINFALL EVENT SHALL RAINFALL EVENT SHALL  EVENT SHALL EVENT SHALL  SHALL SHALL BE ANY STORM EVENT THAT RESULTS IN MORE THAN 0.5-INCHES OF RAINFALL IN A 24-HOUR PERIOD. DURING WINTER CONSTRUCTION, IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  WINTER CONSTRUCTION, IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH WINTER CONSTRUCTION, IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  CONSTRUCTION, IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH CONSTRUCTION, IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH IN THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH THE MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH MONTHS FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH FROM NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH NOVEMBER TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH TO MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH MARCH, INSPECTIONS SHALL BE PERFORMED AFTER EACH  INSPECTIONS SHALL BE PERFORMED AFTER EACH INSPECTIONS SHALL BE PERFORMED AFTER EACH  SHALL BE PERFORMED AFTER EACH SHALL BE PERFORMED AFTER EACH  BE PERFORMED AFTER EACH BE PERFORMED AFTER EACH  PERFORMED AFTER EACH PERFORMED AFTER EACH  AFTER EACH AFTER EACH  EACH EACH RAINFALL, SNOWSTORM, OR THAWING, AND AT LEAST ONCE PER WEEK.  3. INSPECTION SCOPE INSPECTION SCOPE THE SCOPE OF CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  SCOPE OF CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, SCOPE OF CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  OF CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, OF CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, CONSTRUCTION INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, INSPECTIONS SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, SHALL INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, INCLUDE DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, DISTURBED AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, AND IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  IMPERVIOUS AREAS, MATERIAL STORAGE AREAS, IMPERVIOUS AREAS, MATERIAL STORAGE AREAS,  AREAS, MATERIAL STORAGE AREAS, AREAS, MATERIAL STORAGE AREAS,  MATERIAL STORAGE AREAS, MATERIAL STORAGE AREAS,  STORAGE AREAS, STORAGE AREAS,  AREAS, AREAS, AND VEHICLE ACCESS POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  VEHICLE ACCESS POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND VEHICLE ACCESS POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  ACCESS POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND ACCESS POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND POINTS IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND IN ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND ADDITION TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND TO THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND THE EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND EROSION AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND SEDIMENTATION CONTROL MEASURES, AND TEMPORARY AND  CONTROL MEASURES, AND TEMPORARY AND CONTROL MEASURES, AND TEMPORARY AND  MEASURES, AND TEMPORARY AND MEASURES, AND TEMPORARY AND  AND TEMPORARY AND AND TEMPORARY AND  TEMPORARY AND TEMPORARY AND  AND AND PERMANENT STORMWATER FEATURES. 4. INSPECTION AND MAINTENANCE CHECKLIST  INSPECTION AND MAINTENANCE CHECKLIST  AN INSPECTION AND MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  INSPECTION AND MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL INSPECTION AND MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  AND MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL AND MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL MAINTENANCE CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL CHECKLIST SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL SPECIFIC TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL TO THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL THIS PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL PROJECT IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  IS AVAILABLE FROM THE DESIGN ENGINEER. ALL IS AVAILABLE FROM THE DESIGN ENGINEER. ALL  AVAILABLE FROM THE DESIGN ENGINEER. ALL AVAILABLE FROM THE DESIGN ENGINEER. ALL  FROM THE DESIGN ENGINEER. ALL FROM THE DESIGN ENGINEER. ALL  THE DESIGN ENGINEER. ALL THE DESIGN ENGINEER. ALL  DESIGN ENGINEER. ALL DESIGN ENGINEER. ALL  ENGINEER. ALL ENGINEER. ALL  ALL ALL INSPECTION FORMS AND DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  FORMS AND DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A FORMS AND DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  AND DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A AND DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A DOCUMENTATION OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A OF CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A CORRECTIVE ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A ACTIONS DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  DURING CONSTRUCTION SHALL BE MAINTAINED FOR A DURING CONSTRUCTION SHALL BE MAINTAINED FOR A  CONSTRUCTION SHALL BE MAINTAINED FOR A CONSTRUCTION SHALL BE MAINTAINED FOR A  SHALL BE MAINTAINED FOR A SHALL BE MAINTAINED FOR A  BE MAINTAINED FOR A BE MAINTAINED FOR A  MAINTAINED FOR A MAINTAINED FOR A  FOR A FOR A  A A MINIMUM OF THREE (3) YEARS AFTER PERMANENT STABILIZATION HAS BEEN ACHIEVED.  5. CORRECTIVE ACTION TIMELINE  CORRECTIVE ACTION TIMELINE  AS PART OF THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  PART OF THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED PART OF THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  OF THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED OF THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED THE INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED INSPECTION AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED AND MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED MAINTENANCE PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED PROCESS, IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED IF ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED ANY CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED CORRECTIVE ACTION IS WARRANTED, IT SHALL BE STARTED  ACTION IS WARRANTED, IT SHALL BE STARTED ACTION IS WARRANTED, IT SHALL BE STARTED  IS WARRANTED, IT SHALL BE STARTED IS WARRANTED, IT SHALL BE STARTED  WARRANTED, IT SHALL BE STARTED WARRANTED, IT SHALL BE STARTED  IT SHALL BE STARTED IT SHALL BE STARTED  SHALL BE STARTED SHALL BE STARTED  BE STARTED BE STARTED  STARTED STARTED BY THE END OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  THE END OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, THE END OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  END OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, END OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, OF THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, THE NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, NEXT WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, WORKDAY AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, AND COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, COMPLETED WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, WITHIN SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT, SEVEN (7) DAYS OR BEFORE THE NEXT STORM EVENT,  (7) DAYS OR BEFORE THE NEXT STORM EVENT, (7) DAYS OR BEFORE THE NEXT STORM EVENT,  DAYS OR BEFORE THE NEXT STORM EVENT, DAYS OR BEFORE THE NEXT STORM EVENT,  OR BEFORE THE NEXT STORM EVENT, OR BEFORE THE NEXT STORM EVENT,  BEFORE THE NEXT STORM EVENT, BEFORE THE NEXT STORM EVENT,  THE NEXT STORM EVENT, THE NEXT STORM EVENT,  NEXT STORM EVENT, NEXT STORM EVENT,  STORM EVENT, STORM EVENT,  EVENT, EVENT, WHICHEVER COMES FIRST. ALL REQUIRED CORRECTIVE ACTIONS SHALL BE DOCUMENTED AND MAINTAINED WITH THE INSPECTION FORMS. 6. QUALIFICATIONS OF INSPECTOR QUALIFICATIONS OF INSPECTOR THE PERSON(S) RESPONSIBLE FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  PERSON(S) RESPONSIBLE FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY PERSON(S) RESPONSIBLE FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  RESPONSIBLE FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY RESPONSIBLE FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY FOR INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY INSPECTION DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY DURING CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY CONSTRUCTION AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  AND POST-CONSTRUCTION SHALL BE CONDUCTED BY AND POST-CONSTRUCTION SHALL BE CONDUCTED BY  POST-CONSTRUCTION SHALL BE CONDUCTED BY POST-CONSTRUCTION SHALL BE CONDUCTED BY  SHALL BE CONDUCTED BY SHALL BE CONDUCTED BY  BE CONDUCTED BY BE CONDUCTED BY  CONDUCTED BY CONDUCTED BY  BY BY SOMEONE WITH KNOWLEDGE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  WITH KNOWLEDGE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE WITH KNOWLEDGE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  KNOWLEDGE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE KNOWLEDGE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE OR EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE EROSION AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE AND STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE STORMWATER CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE CONTROL, INCLUDING THE STANDARDS AND CONDITIONS OF THE  INCLUDING THE STANDARDS AND CONDITIONS OF THE INCLUDING THE STANDARDS AND CONDITIONS OF THE  THE STANDARDS AND CONDITIONS OF THE THE STANDARDS AND CONDITIONS OF THE  STANDARDS AND CONDITIONS OF THE STANDARDS AND CONDITIONS OF THE  AND CONDITIONS OF THE AND CONDITIONS OF THE  CONDITIONS OF THE CONDITIONS OF THE  OF THE OF THE  THE THE APPROVALS.

AutoCAD SHX Text
THE CONTRACTOR IS RESPONSIBLE FOR INSTALLING, MONITORING, MAINTAINING, REPAIRING, REPLACING AND REMOVING ALL OF THE EROSION AND SEDIMENTATION CONTROLS OR APPOINTING A QUALIFIED SUBCONTRACTOR TO DO SO. MAINTENANCE MEASURES WILL BE APPLIED AS NEEDED DURING THE ENTIRE CONSTRUCTION CYCLE. AFTER EACH RAINFALL, A VISUAL INSPECTION WILL BE MADE OF ALL EROSION AND SEDIMENTATION CONTROLS AS FOLLOWS:  1.  HAY BALE BARRIERS, SEDIMENT BARRIER, AND STONE CHECK DAMS SHALL BE INSPECTED AND REPAIRED ONCE A WEEK OR IMMEDIATELY FOLLOWING ANY SIGNIFICANT RAINFALL. SEDIMENT TRAPPED BEHIND THESE BARRIERS SHALL BE EXCAVATED WHEN IT REACHES A DEPTH OF 6" AND REDISTRIBUTED TO AREAS UNDERGOING FINAL GRADING. SHOULD THE HAY BALE BARRIERS PROVE TO BE INEFFECTIVE, THE CONTRACTOR SHALL INSTALL SEDIMENT BARRIER BEHIND THE HAY BALES.  2.  VISUALLY INSPECT RIPRAP ONCE A WEEK OR AFTER EACH SIGNIFICANT RAINFALL AND REPAIR AS NEEDED. REMOVE SEDIMENT TRAPPED BEHIND THESE DEVICES ONCE IT ATTAINS A DEPTH EQUAL TO 1/2 THE HEIGHT OF THE DAM OR RISER. DISTRIBUTE REMOVED SEDIMENT OFF-SITE OR TO AN AREA UNDERGOING FINAL GRADING.  3.  REVEGETATION OF DISTURBED AREAS WITHIN 25' OF DRAINAGE-COURSE/STREAM WILL BE SEEDED WITH THE "MEADOW AREA MIX" AND INSPECTED ON A WEEKLY BASIS OR AFTER EACH SIGNIFICANT RAINFALL AND RESEEDED AS NEEDED.  EXPOSED AREAS WILL BE RESEEDED AS NEEDED UNTIL THE AREA HAS OBTAINED 100% GROWTH RATE.  PROVIDE PERMANENT RIPRAP FOR SLOPES IN EXCESS OF 3:1 AND WITHIN 25' OF DRAINAGE COURSE. FROM THE MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, CHAPTER 500, APPENDIX C. 1. SPILL PREVENTION. CONTROLS MUST BE USED TO PREVENT POLLUTANTS FROM CONSTRUCTION AND WASTE MATERIALS STORED ON SITE TO ENTER STORMWATER, WHICH INCLUDES STORAGE PRACTICES TO MINIMIZE EXPOSURE OF THE MATERIALS TO STORMWATER. THE SITE CONTRACTOR MUST DEVELOP, AND IMPLEMENT AS NECESSARY, APPROPRIATE SPILL PREVENTION, CONTAINMENT, AND RESPONSE PLANNING MEASURES.  NOTE: ANY SPILL OR RELEASE OF TOXIC OR HAZARDOUS SUBSTANCES MUST BE REPORTED TO THE DEPARTMENT. FOR OIL ANY SPILL OR RELEASE OF TOXIC OR HAZARDOUS SUBSTANCES MUST BE REPORTED TO THE DEPARTMENT. FOR OIL SPILLS, CALL 1-800-482-0777 WHICH IS AVAILABLE 24 HOURS A DAY. FOR SPILLS OF TOXIC OR HAZARDOUS MATERIAL, CALL 1-800-452-4664 WHICH IS AVAILABLE 24 HOURS A DAY. FOR MORE INFORMATION, VISIT THE DEPARTMENT’S WEBSITE AT : S WEBSITE AT : HTTP://WWW.MAINE.GOV/DEP/SPILLS/EMERGSPILLRESP/  2. GROUNDWATER PROTECTION. DURING CONSTRUCTION, LIQUID PETROLEUM PRODUCTS AND OTHER HAZARDOUS MATERIALS WITH THE POTENTIAL TO CONTAMINATE GROUNDWATER MAY NOT BE STORED OR HANDLED IN AREAS OF THE SITE DRAINING TO AN INFILTRATION AREA. AN "INFILTRATION AREA" IS ANY AREA OF THE SITE THAT BY DESIGN OR AS A RESULT OF SOILS, TOPOGRAPHY AND OTHER RELEVANT FACTORS ACCUMULATES RUNOFF THAT INFILTRATES INTO THE SOIL. DIKES, BERMS, SUMPS, AND OTHER FORMS OF SECONDARY CONTAINMENT THAT PREVENT DISCHARGE TO GROUNDWATER MAY BE USED TO ISOLATE PORTIONS OF THE SITE FOR THE PURPOSES OF STORAGE AND HANDLING OF THESE MATERIALS. ANY PROJECT PROPOSING INFILTRATION OF STORMWATER MUST PROVIDE ADEQUATE PRE-TREATMENT OF STORMWATER PRIOR TO DISCHARGE OF STORMWATER TO THE INFILTRATION AREA, OR PROVIDE FOR TREATMENT WITHIN THE INFILTRATION AREA, IN ORDER TO PREVENT THE ACCUMULATION OF FINES, REDUCTION IN INFILTRATION RATE, AND CONSEQUENT FLOODING AND DESTABILIZATION.  NOTE: LACK OF APPROPRIATE POLLUTANT REMOVAL BEST MANAGEMENT PRACTICES (BMPS) MAY RESULT IN VIOLATIONS OF THE LACK OF APPROPRIATE POLLUTANT REMOVAL BEST MANAGEMENT PRACTICES (BMPS) MAY RESULT IN VIOLATIONS OF THE GROUNDWATER QUALITY STANDARD ESTABLISHED BY 38 M.R.S.A. §465-C(1).  3. FUGITIVE SEDIMENT AND DUST. ACTIONS MUST BE TAKEN TO ENSURE THAT ACTIVITIES DO NOT RESULT IN NOTICEABLE EROSION OF SOILS OR FUGITIVE DUST EMISSIONS DURING OR AFTER CONSTRUCTION. OIL MAY NOT BE USED FOR DUST CONTROL, BUT OTHER WATER ADDITIVES MAY BE CONSIDERED AS NEEDED. A STABILIZED CONSTRUCTION ENTRANCE (SCE) SHALL BE INSTALLED AT THE END OF THE EXIST PAVED ACCESS TO THE SITE TO MINIMIZE TRACKING OF MUD AND SEDIMENT. IF OFF-SITE TRACKING OCCURS, PUBLIC ROADS SHOULD BE SWEPT IMMEDIATELY AND NO LESS THAN ONCE A WEEK AND PRIOR TO SIGNIFICANT STORM EVENTS. OPERATIONS DURING DRY MONTHS, THAT EXPERIENCE FUGITIVE DUST PROBLEMS, SHOULD WET DOWN UNPAVED ACCESS ROADS ONCE A WEEK OR MORE FREQUENTLY AS NEEDED WITH A WATER ADDITIVE TO SUPPRESS FUGITIVE SEDIMENT AND DUST.  4. DEBRIS AND OTHER MATERIALS. MINIMIZE THE EXPOSURE OF CONSTRUCTION DEBRIS, BUILDING AND LANDSCAPING MATERIALS, TRASH, FERTILIZERS, PESTICIDES, HERBICIDES, DETERGENTS, SANITARY WASTE AND OTHER MATERIALS TO PRECIPITATION AND STORMWATER RUNOFF. THESE MATERIALS MUST BE PREVENTED FROM BECOMING A POLLUTANT SOURCE.  5. EXCAVATION DE-WATERING. EXCAVATION DE-WATERING IS THE REMOVAL OF WATER FROM TRENCHES, FOUNDATIONS, COFFER DAMS, PONDS, AND OTHER AREAS WITHIN THE CONSTRUCTION AREA THAT RETAIN WATER AFTER EXCAVATION. IN MOST CASES THE COLLECTED WATER IS HEAVILY SILTED AND HINDERS CORRECT AND SAFE CONSTRUCTION PRACTICES. THE COLLECTED WATER REMOVED FROM THE PONDED AREA, EITHER THROUGH GRAVITY OR PUMPING, MUST BE SPREAD THROUGH NATURAL WOODED BUFFERS OR REMOVED TO AREAS THAT ARE SPECIFICALLY DESIGNED TO COLLECT THE MAXIMUM AMOUNT OF SEDIMENT POSSIBLE, LIKE A COFFERDAM SEDIMENTATION BASIN. AVOID ALLOWING THE WATER TO FLOW OVER DISTURBED AREAS OF THE SITE. EQUIVALENT MEASURES MAY BE TAKEN IF APPROVED BY THE DEPARTMENT. EXCAVATION DEWATERING IS ANTICIPATED FOR THIS PROJECT. SHOULD IT BE NECESSARY, THE COLLECTED WATER REMOVED FROM THE PONDED AREA, EITHER THROUGH GRAVITY OR PUMPING, MUST BE REMOVED TO AREAS THAT ARE SPECIFICALLY DESIGNED TO COLLECT THE MAXIMUM AMOUNT OF SEDIMENT POSSIBLE, LIKE A SEDIMENT TRAP (SEE DETAIL THIS SHEET), DIRT BAG, OR SEDIMENTATION BASIN. A DEWATERING DISCHARGE PLAN SHALL BE SUBMITTED TO THE OWNER'S REPRESENTATIVE FOR APPROVAL. 6. AUTHORIZED NON-STORMWATER DISCHARGES. IDENTIFY AND PREVENT CONTAMINATION BY NON-STORMWATER DISCHARGES. WHERE ALLOWED NON-STORMWATER DISCHARGES EXIST, THEY MUST BE IDENTIFIED AND STEPS SHOULD BE TAKEN TO ENSURE THE IMPLEMENTATION OF APPROPRIATE POLLUTION PREVENTION MEASURES FOR THE NON-STORMWATER COMPONENT(S) OF THE DISCHARGE. AUTHORIZED NON-STORMWATER DISCHARGES ARE:  (a) DISCHARGES FROM FIREFIGHTING ACTIVITY;  DISCHARGES FROM FIREFIGHTING ACTIVITY;  (b) FIRE HYDRANT FLUSHINGS FIRE HYDRANT FLUSHINGS (c) VEHICLE WASHWATER IF DETERGENTS ARE NOT USED AND WASHING IS LIMITED TO THE EXTERIOR OF VEHICLES (ENGINE, VEHICLE WASHWATER IF DETERGENTS ARE NOT USED AND WASHING IS LIMITED TO THE EXTERIOR OF VEHICLES (ENGINE, UNDERCARRIAGE AND TRANSMISSION WASHING IS PROHIBITED);  (d) DUST CONTROL RUNOFF IN ACCORDANCE WITH PERMIT CONDITIONS AND CHAPTER 500 APPENDIX (C)(3);  DUST CONTROL RUNOFF IN ACCORDANCE WITH PERMIT CONDITIONS AND CHAPTER 500 APPENDIX (C)(3);  (e) ROUTINE EXTERNAL BUILDING WASHDOWN, NOT INCLUDING SURFACE PAINT REMOVAL, THAT DOES NOT INVOLVE DETERGENTS;  ROUTINE EXTERNAL BUILDING WASHDOWN, NOT INCLUDING SURFACE PAINT REMOVAL, THAT DOES NOT INVOLVE DETERGENTS;  (f) PAVEMENT WASHWATER (WHERE SPILLS/LEAKS OF TOXIC OR HAZARDOUS MATERIALS HAVE NOT OCCURRED, UNLESS ALL PAVEMENT WASHWATER (WHERE SPILLS/LEAKS OF TOXIC OR HAZARDOUS MATERIALS HAVE NOT OCCURRED, UNLESS ALL SPILLED MATERIAL HAD BEEN REMOVED) IF DETERGENTS ARE NOT USED;  (g) UNCONTAMINATED AIR CONDITIONING OR COMPRESSOR CONDENSATE;  UNCONTAMINATED AIR CONDITIONING OR COMPRESSOR CONDENSATE;  (h) UNCONTAMINATED GROUNDWATER OR SPRING WATER;  UNCONTAMINATED GROUNDWATER OR SPRING WATER;  (i) FOUNDATION OR FOOTER DRAIN-WATER WHERE FLOWS ARE NOT CONTAMINATED;  FOUNDATION OR FOOTER DRAIN-WATER WHERE FLOWS ARE NOT CONTAMINATED;  (j) UNCONTAMINATED EXCAVATION DEWATERING (SEE REQUIREMENTS IN APPENDIX C(5));  UNCONTAMINATED EXCAVATION DEWATERING (SEE REQUIREMENTS IN APPENDIX C(5));  (k) POTABLE WATER SOURCES INCLUDING WATERLINE FLUSHINGS; AND POTABLE WATER SOURCES INCLUDING WATERLINE FLUSHINGS; AND (l) LANDSCAPE IRRIGATION. LANDSCAPE IRRIGATION. 7. UNAUTHORIZED NON-STORMWATER DISCHARGES. THE DEPARTMENT’S APPROVAL UNDER CHAPTER 500 DOES NOT AUTHORIZE A S APPROVAL UNDER CHAPTER 500 DOES NOT AUTHORIZE A DISCHARGE THAT IS MIXED WITH A SOURCE OF NON STORMWATER, OTHER THAN THOSE DISCHARGES IN COMPLIANCE WITH APPENDIX C (6). SPECIFICALLY, THE DEPARTMENT’S APPROVAL DOES NOT AUTHORIZE DISCHARGES OF THE FOLLOWING: S APPROVAL DOES NOT AUTHORIZE DISCHARGES OF THE FOLLOWING: (a) WASTEWATER FROM THE WASHOUT OR CLEANOUT OF CONCRETE, STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS OR WASTEWATER FROM THE WASHOUT OR CLEANOUT OF CONCRETE, STUCCO, PAINT, FORM RELEASE OILS, CURING COMPOUNDS OR OTHER CONSTRUCTION MATERIALS; (b) FUELS, OILS OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE; FUELS, OILS OR OTHER POLLUTANTS USED IN VEHICLE AND EQUIPMENT OPERATION AND MAINTENANCE; (c) SOAPS, SOLVENTS, OR DETERGENTS USED IN VEHICLE AND EQUIPMENT WASHING; AND SOAPS, SOLVENTS, OR DETERGENTS USED IN VEHICLE AND EQUIPMENT WASHING; AND (d) TOXIC OR HAZARDOUS SUBSTANCES FROM A SPILL OR OTHER RELEASE.TOXIC OR HAZARDOUS SUBSTANCES FROM A SPILL OR OTHER RELEASE.


