ICC A117.1-2017 Accessible Parking TIP 09

SECTION 502
PARKING SPACES
502.1 General.

Car and van parking spaces in parking lots shall comply withSections 502.2 through 502.8. Car and van parking spaces
provided as part of on-street parking shall comply with Sections 502.9 and 502.10. Where an electrical vehicle charging
station is provided at a parking space, it shall comply with Section 502.11.

502.2 Vehicle space size.
Car parking spaces shall be 96 inches (2440 mm) minimum in width. Van parking spaces shall be 132 inches (3355 mm)
minimum in width.

Exception: Where the adjacent access aisle is 96 inches (2440 mm) minimum in width, van parking spaces shall be
96 inches (2440 mm) minimum in width.
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FIGURE 502.2(A)
VEHICLE PARKING SPACE SIZE
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FIGURE 502.2(B)
VAN PARKING SPACE SIZE EXCEPTION

502.3 Vehicle space marking.
Car and van parking spaces shall be marked to define the width. Where parking spaces are marked with lines, the width
measurements of parking spaces and adjacent access aisles shall be made from the centerline of the markings.

Exception: Where parking spaces or access aisles are not adjacent to another parking space or access aisle,
measurements shall be permitted to include the full width of the line defining the parking space or access aisle.

502.4 Access aisle.
Car and van parking spaces shall have an adjacent access aisle complying withSection 502.4.
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FIGURE 502.4
PARKING SPACE ACCESS AISLE

502.4.1 Location.

Access aisles shall adjoin an accessible route. Two parking spaces shall be permitted to share a common access aisle.
Access aisles shall not overlap with the vehicular way. Parking spaces shall be permitted to have access aisles placed on
either side of the car or van parking space. Van parking spaces that are angled shall have access aisles located on the
passenger side of the parking space.

502.4.2 Width.
Access aisles serving car and van parking spaces shall be 60 inches (1525 mm) minimum in width.

502.4.3 Length.
Access aisles shall extend the full length of the parking spaces they serve.

502.4.4 Marking.
Access aisles shall be marked so as to discourage parking in them. Where access aisles are marked with lines, the width
measurements of access aisles and adjacent parking spaces shall be made from the centerline of the markings.

Exception: Where access aisles or parking spaces are not adjacent to another access aisle or parking space,
measurements shall be permitted to include the full width of the line defining the access aisle or parking space.

502.5 Floor surfaces.
Parking spaces and access aisles shall comply withSection 302 and have surface slopes not steeper than 1:48. Access
aisles shall be at the same level as the parking spaces they serve.

502.6 Vertical clearance.
A vertical clearance of 98 inches (2490 mm) minimum shall be provided at the following locations:

1. Parking spaces for vans.
2. The access aisles serving parking spaces for vans.
3. The vehicular routes serving parking spaces for vans.

502.7 Identification.

Where parking spaces are required to be identified by signs, the signs shall include the International Symbol of
Accessibility complying with Section 703.6.3.1. Signs identifying van parking spaces shall contain the designation “van
accessible.” Signs shall be 60 inches (1525 mm) minimum above the floor of the parking space, measured to the bottom
of the sign.

502.8 Relationship to accessible routes.
Parking spaces and access aisles shall be designed so that cars and vans, when parked, do not obstruct the required
clear width of adjacent accessible routes.

502.9 On-street parking spaces.
On-street parallel parking spaces shall comply withSection 502.9.1. On-street perpendicular or angled parking shall
comply with Section 502.9.2.

502.9.1 Wide sidewalks.

Where the width of the adjacent sidewalk or available right-of-way exceeds 14 feet (4265 mm), an access aisle 60 inches
(1525 mm) wide minimum shall be provided at street level the full length of the parking space and shall connect to a
pedestrian access route. The access aisle shall comply with Section 502.4 and shall not encroach on vehicular travel
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FIGURE 502.9.1
WIDE SIDEWALKS

502.9.1.1 Alterations.
In alterations where the street or sidewalk adjacent to the parking spaces is not altered, an access aisle shall not be
required provided the parking spaces are located at the end of the block face.

502.9.1.2 Narrow sidewalks.

An access aisle is not required where the width of the adjacent sidewalk or the available right-of-way is less than or equal
to 14 feet (4265 mm). Where an access aisle is not provided, the parking spaces shall be located at the end of the block
face.
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FIGURE 502.9.1.2
NARROW SIDEWALKS

502.9.2 Perpendicular or angled parking spaces.
Where perpendicular or angled parking is provided, an access aisle 96 inches (2440 mm) wide minimum shall be
provided at street level the full length of the parking space and shall connect to a pedestrian access route. The access



aisle shall comply with Section 502.4 and shall be marked so as to discourage parking in the access aisle. Two parking
spaces are permitted to share a common access aisle.
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FIGURE 502.9.2
PERPENDICULAR OR ANGLED PARKING SPACE

502.10 Parking meters and parking pay stations.
Parking meters and parking pay stations that serve parking spaces shall comply withSection 309.

502.10.1 Location.
At parallel parking spaces, parking meters shall be located at the head or foot of the parking space.

502.10.2 Displays and information.
Displays and information shall be visible from a point located 40 inches (1015 mm) maximum above the center of the
clear space in front of the parking meter or parking pay station.

502.11 Electrical vehicle charging stations.
An electrical vehicle charging station serving a parking space shall comply with Section 502.11.

502.11.1 Operable parts.

Operable parts on the charging station intended for operation by the user, including card readers, shall comply with
Section 309.

502.11.2 Accessible route.

An accessible route shall be provided from the access aisle adjacent to the parking space to the clear floor space
complying with Section 502.11.1 adjacent to the vehicle charging station. When the vehicle is being charged, the
accessible route shall not be obstructed by the cable between the car and charging station.

502.11.3 Obstructions.

Protection bollards, curbs or wheel stops shall be located so that they do not obstruct the clear floor space required by
Section 502.11.1 or the accessible route required bySection 502.11.2.
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502.11 Electrical vehicle charging stations.

An electrical vehicle charging station serving a parking space shall comply with Section 502.11.

502.11.1 Operable parts.

Operable parts on the charging station intended for operation by the user, including card readers, shall comply with
Section 309.

502.11.2 Accessible route.

An accessible route shall be provided from the access aisle adjacent to the parking space to the clear floor space
complying with Section 502.11.1 adjacent to the vehicle charging station. When the vehicle is being charged, the
accessible route shall not be obstructed by the cable between the car and charging station.

502.11.3 Obstructions.

Protection bollards, curbs or wheel stops shall be located so that they do not obstruct the clear floor space required by
Section 502.11.1 or the accessible route required bySection 502.11.2.



